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Abstract 
A small-scale, heat-driven cooling system is required for on-site liquefaction of 
unconventional natural gas in a distributed station. To meet such demands, we propose 
a highly efficient heat-driven thermoacoustic cryocooler. This paper presents the 
experimental results of the proposed system, which is optimized based on previous 
theoretical analysis. Firstly, we compare two high-temperature heat exchangers with 
similar heat transfer effectiveness but different flow uniformity. The experimental 
results show that the heat exchanger with uniform flow can improve system efficiency 
by 28%. Experimental investigations are then carried out to understand the effect of 
operating temperatures on system performance. Later, the performance of the system 
operating at variable heating temperatures is studied. Finally, the reasons for the 
discrepancy between experiments and calculations are discussed. The experimental 
results show that the proposed thermoacoustically-driven cryocooler can achieve an 
exergy efficiency of 10 % and a cooling power of 378 W at a heating temperature of 
730 K and a cooling temperature of 130 K. This represents a 25% improvement in 
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Natural gas has been the fastest-growing energy resource in most regions of the 
world for over two decades, driven by low greenhouse gas emissions as well as high 
conversion efficiency in power generation [1]. For almost a century, natural gas has 
been reliably transported by pipelines from easily reachable locations. Recently, 
unconventional gas (principally shale gas, coal-bed methane, and tight gas) has gained 
much interest due to its potential contribution to gas production, as a result of 
developments in extraction technology. In the US, shale gas rose from only 2% of 
national production in 2000 to 20% in 2010 and is forecast to continue to rise to more 
than 46% by 2035 [2]. However, significant quantities of unconventional gas are 
inaccessibly located in isolated and remote areas, where current pipeline transport may 
be uneconomical. Under these conditions, it may be advantageous to liquefy the 
unconventional natural gas in producing regions and transport it via tanker truck or 
freight ship to consumption regions. However, conventional liquefaction processes 
based on mixed refrigerant, turbo-expander, and cascade cycles [3-6] are too large to 
be compatible with such small-scale, distributed applications. Furthermore, these 
liquefaction processes largely rely on electric power which is often not available in 
remote areas. Therefore, developing a small-scale heat-driven cryocooler can satisfy an 
important need for distributed natural gas stations. 
Energy conversion based on thermoacoustic effects promises novel sustainable 
heat-driven technologies that can be applied to heating [7], cooling [8-10], and power 
generation [11-13]. A thermoacoustically-driven cooler (TADC) works by converting 
thermal energy into acoustic power necessary to pump heat from lower to higher 
temperatures, offering a promising solution to the above-mentioned problem. The 
ability to utilize the thermal energy that arises from burning a small amount of natural 
gas to liquefy a large amount of natural gas makes TADC very attractive for distributed 
applications. Furthermore, the TADC involves no harmful ozone-depleting gases and 
no mechanical moving components, providing an environmentally friendly and reliable 
cooling solution. A TADC consists of a thermoacoustic heat engine coupled to a 
thermoacoustic cooler. The development of TADC closely depends on the development 
of the thermoacoustic engine. According to the phase relationship between the pressure 
wave and volume flow rate in regenerator and resonance tube, the thermoacoustic 
engines have been developed into three generations: (1) The first generation 
thermoacoustic engine is a double standing-wave type where the regenerator and the 
resonance tube are both dominated by standing-wave fields [14-17]. Its thermal 
efficiency is limited to about 20% [18] because it works on an intrinsically irreversible 
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thermodynamic cycle; (2) The second generation thermoacoustic engine is a standing-
traveling-wave hybrid type where the regenerator and the resonance tube are dominated 
by traveling-wave and standing-wave fields, respectively [19]. Although the thermal 
efficiency of this engine is increased to more than 30% [19,20], the non-compact size 
and low power density resulting from large-volume resonance tubes still limit its further 
applications; (3) The third generation thermoacoustic engine is a looped traveling-wave 
type [21-23], where the regenerator and the resonance tube are both dominated by 
traveling-wave fields. This novel thermoacoustic engine is characterized by compact 
size, large power density, and high potential efficiency and has become the focus of 
intensive research. 
Based on the above three generations of thermoacoustic engines, some efforts have 
been made to develop TADCs for natural gas liquefaction. In 1998, a double standing-
wave type TADC (first generation) was developed, which achieved a cooling power of 
2.1 kW and an overall exergy efficiency of 5.8 % at a cooling temperature of 125 K 
[24]. Later, Praxair Inc. and Los Alamos National Laboratory jointly developed a 
standing-traveling-wave hybrid type TADC (second generation) which reached 3.8 kW 
of cooling power at a cooling temperature of 150 K [25]. Developments in high-
efficient TADC natural gas liquefiers were accelerated by the development of the 
looped traveling-wave thermoacoustic engine (third generation). In 2015, a looped 
traveling-wave TADC operating at natural gas liquefaction temperatures was 
developed [26,27]. Experimental results showed that this system achieved a record 
exergy efficiency of 8 % and an overall cooling power of 1.2 kW at 130 K, which was 
capable of liquefying 65% of the natural gas while burning 35% natural gas. 
While several major breakthroughs have been reported in the TADCs for natural 
gas liquefaction, their commercial application still seems far from being accomplished 
due to the relatively low efficiencies. To overcome this limitation, we propose a highly-
efficient TADC via the introduction of the following concepts: (i) use resonance tubes 
with different diameters in order to match the acoustic impedance; (ii) incorporate 
thermoacoustic engines and coolers in a loop to recover acoustic power; (iii) employ a 
heat exchanger with uniform flow to reduce exergy loss caused by jet-driven streaming. 
A detailed theoretical analysis of the proposed system can be found in Ref. 28. The 
present paper provides a detailed experimental study as well as comparisons with the 
calculation results.  
2 Experimental Setup and Measurements 
2.1 Experimental setup  
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Figure 1 shows the schematic and experimental setup of the system. In this 
configuration, three thermoacoustic engine units and two parallel thermoacoustic cooler 
units are connected in a loop by different-diameter resonance tubes. The thermoacoustic 
engine unit, shown schematically in Figure 1c, consists of a main ambient heat 
exchanger (MAHX), a regenerator (REG), a high-temperature heat exchanger (HHX), 
a thermal buffer tube (TBT), and a secondary ambient heat exchanger (SAHX). The 
thermoacoustic cooler unit, shown schematically in Figure 1d, consists of a MAHX, a 
REG, a cold-temperature heat exchanger (CHX), a pulse tube (PT), and a flow 
straightener (FS). Based on the optimization design in Ref. 28, the dimensions of the 
main components of the system are listed in Table 1. It is noted that the total flow area 
of the two cooler units is close to the optimal designed area, and the area ratio of the 
adjacent resonance tubes (RT) is 1.5.  
 
Figure 1. Experimental setup of the looped three-stage thermoacoustically-driven cooler：(a) 
schematic of the system (b) photo of the experimental setup (c) a thermoacoustic engine unit 
(d) a thermoacoustic cooler unit. The green arrows indicate acoustic power flow. The key 
components are: RT (resonance tube), SAHX (secondary ambient heat exchanger), TBT 
(thermal buffer tube), HHX (high-temperature heat exchanger), REG (regenerator), MAHX 
(main ambient heat exchanger), FS (flow straightener), PT (pulse tube), CHX (cold-temperature 
heat exchanger), EM (elastic membrane). The two paralleled thermoacoustic cooler units are 
connected by Y-type tubes. 
Table 1. The dimensions of the main components of the system. All unitless dimensions are in 
millimeters (mm). 





60 Shell-tube type, 20 % in porosity, 2 in hydraulic diameter 
REG 70 80% in porosity, 150-mesh, 52 μm in wire diameter 
HHX 80 Plated-fin type, 37 % in porosity, 1 in channel width 
TBT 150 5 in wall thickness 
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64 Plated-fin type, 26 % in porosity, 0.4 in channel width 
REG 70 70% in porosity, 300-mesh, 31 µm in wire diameter 
CHX 30 Plated-fin type,18 % in porosity, 0.25 in channel width 
PT 
37 
150 2.2 in wall thickness 
SAHX 9 40-mech cooper mesh 
RT 
1st 15 




Gedeon streaming [29] and jet-driven streaming [30] carry large time-averaged 
convective enthalpy fluxes from the hot end to the cold end that can degrade system 
performance. To reduce the jet-driven streaming, mesh flow straighteners were located 
at two ends of the pulse tube and thermal buffer tube, and a high-temperature heat 
exchanger with uniform flow was used (see Section 3.1). To suppress the Gedeon 
streaming, an elastic membrane was located at the inlet of each cooler unit. In addition 
to the above two streaming modes, the gravity-driven convective flow, influenced by 
the inclination angle of coolers and caused by buoyancy forces resulting from 
differences in gas density, also affects the cooler performance. By using a linear 
compressor to drive the thermoacoustic cooler unit, we compared cooling power at two 
typical inclination angles (Fig. 2a) to study the influence of the gravity-driven 
convective flow. When the cold end of the pulse tube was vertically below the ambient 
end (as θ=0° in Fig.2a), the gravity-driven convective flow can be entirely suppressed. 
In Figure. 2b, the experimental results showed that without the gravity-driven 
convective flow, cooling power was improved by more than 15%. Therefore, in the 
following experiments, both thermoacoustic cooler units were oriented vertically to 
avoid the gravity-driven convective flow. 
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Figure 2. Effect of the gravity-driven convective flow on the performance of the thermoacoustic 
cooler (a) two typical inclination angles (b) cooling performance. The experimental 
comparisons were conducted under the same operating conditions of a working frequency of 
55 Hz and a mean pressure of 3 MPa. 
2.2 Performance consistency of engine and cooler units  
In the optimized design, the geometry of each energy-conversion unit (i.e. engine 
unit or cooler unit) is considered to be identical. However, in practice, it is difficult to 
achieve geometry uniformity due to the uncertainties in the machining and assembly 
accuracy. Such discrepancy will lead to deviation from the optimal design and therefore 
has a negative impact on the system performance. In this section, we tested each energy-
conversion unit to see if their performance was consistent. The test platform of the 
engine unit consisted of a linear compressor, a linear alternator, and an engine unit. The 
property acoustic fields were obtained in each engine unit by adjusting the compressor 
and the alternator. Using the same input acoustic power from the compressor, the engine 
performance consistency was obtained by comparing output acoustic power. The 
experimental results showed that the performance consistency of the engine units 
exceeded 95%. The test platform of the cooler unit consisted of a linear compressor and 
a cooler (with an inertance tube and a gas reservoir). The performance consistency of 
the cooler was obtained by comparing cooling power under the same operating 
conditions. The experimental results demonstrated that the performance consistency of 
the cooler units was above 93%. The above results illustrate that both the engine and 
cooler unit performance have high consistency, which is essential for a high-
performance overall system. 
2.3 Measurements 
Pressures, temperatures, and power were measured in the experiments. For 
pressure measurements, mean pressure was measured using a pressure transmitter 
(model JYB-KO-HVG), and dynamic pressures were measured by high-precision 
dynamic pressure sensors from PCB Piezotronics (model 113B26) which were installed 
at the inlets of each engine and cooler. All signals were collected and processed by 
dynamic signal acquisition cards (model NI PXI-4472) from National Instruments, and 
LabView was used to read the final data. For temperature measurements, the heating 
temperatures were measured by calibrated K-type sheathed thermocouples (model 
WRKK-103) which were located at the surfaces of each high-temperature heat 
exchanger. Cooling temperatures were measured by calibrated platinum-resistance 
thermometers with an accuracy of ±0.1 K (model PT100), which were inside each cold-
temperature heat exchanger. All temperature signals were collected by a digital 
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multimeter (Keithley). For power measurements, the heating power of each high-
temperature heat exchanger was measured by a three-phase power meter (Ainuo model 
AN7931X). Constantan wires heated by a direct-current power source were mounted 
on each cold-temperature heat exchanger to simulate the cooling power, which was 
measured by a direct-current wattmeter (Kikusui model PCR4000). 
3 Experimental Results and Discussions 
In the experiment, the system was charged with 7 MPa pressurized helium. The 
temperature of the circulating ambient water was 293 K. The cooling temperatures were 
within natural gas liquefaction temperature ranges. The regenerator, high-temperature 
heat exchanger, and thermal buffer tube of the engine units were enclosed in thermal 
insulation materials to reduce heat loss to the environment. Similarly, the regenerator, 
cold-temperature heat exchanger, and pulse tube of the cooler units were enclosed in a 
vacuum chamber to minimize heat loss to the environment. The onset temperatures of 
the system were around 500 K. The system exergy efficiency was defined as 
        (1) 
where Qc and Qh are the cooling power and input heating power in an engine and cooler 
unit, respectively. Tc, Th, and T0 are the cooling temperature, heating temperature, and 
ambient temperature, respectively. The numbers 1, 2, and 3 represent the corresponding 
stage number of the unit. 
3.1 Comparison of two high-temperature heat exchangers with different flow 
uniformity 
The HHX is one of the core components of the thermoacoustic system. The 
function of the HHX is to transfer time-averaged heat from an external heat source to 
the working gas via thermal fluids. The HHX should be designed to provide good 
thermal contact between two flow streams, as heat exchange effectiveness directly 
influences the system cooling performance. However, effective heat exchange is not 
always enough for the high performance of the system, because the nonuniform 
oscillating flow at the outlet of HHX can lead to a significant exergy loss resulting from 
mixing hot and cold gases in an adjacent thermal buffer tube. In this section, we 
compared two plated-fin HHXs which have similar heat transfer effectiveness but 
different flow uniformities.  
One of the heat exchangers (Type-A) is shown in Figure 3a. In this HHX type, 


























channels. The fins were machined by wire electrical discharge machining with desired 
spacings for gas flow. The thermal fluids transferred heat to the fins via the tube walls 
and further transferred it to the oscillating gas flow in the thermoacoustic engine. 
However, for this configuration, the gas flow cannot be distributed evenly when leaving 
the HHX due to blockage of the thermal fluid channels (see the rightmost figure in 
Fig.3a). This non-uniform gas flow can easily induce significant jet-driven streaming 
in the thermal buffer tube, which will cause the mixing of hot gas and ambient gases, 
resulting in huge exergy loss. Unfortunately, since the block channels occupy large 
areas, it is difficult to make the gas flow uniform even if flow straighteners are used. In 
contrast, another type of heat exchanger (Type-B) is shown in Figure 3b. The fins, made 
from thin copper sheets, were cut to different lengths and arranged at regular intervals 
to form gas flow channels. The desired spacings between fins were maintained by small 
copper spacers between each pair of fins, and good thermal contacts between the 
spacers, fins, and tubes were ensured by welding. Each of the fins had holes drilled to 
accept the tubes containing thermal fluids. Compared to Type-A HHX, Type-B HHX 
can easily achieve much uniform flow at its outlet simply as long as a layer of flow 
straightener is installed (see the rightmost figure in Fig.3b). The uniform flow to the 
thermal buffer tube can reduce the mixing of hot and ambient gases and significantly 





Figure 3. Two types of plated-fin high-temperature heat exchangers with different flow 
uniformities at its outlet: (a) Type-A with non-uniform flow; (b) Type-B with uniform flow. 
The figure only shows an example of a tube rather than all tubes. In the experiments, electric 
heating rods were inserted in the thermal fluid channels acting as heat sources. 
Experiments were performed to compare the overall system performance by using 
the two HHXs. The working conditions, as well as the dimensions of other components, 
remained the same. To remove the influence of heat exchange effectiveness, two 
determining parameters of the two HHXs—porosities (area of the gas channel to cross-
sectional area) and hydraulic diameters (spacing between two fins)—were both 
maintained at about 37 % and 1 mm, respectively. Meanwhile, the two HHXs were both 
80 mm in diameter and 80 mm in length. These same parameters enable the two HHXs 
to have similar heat transfer capabilities, so that flow uniformity becomes the main 
determinant of the performance. Figure 4 shows the comparison results of the overall 
system performance using the two HHXs. The experimental results represent 
significant increases by 28% in cooling power and 33 % in overall system exergy 
efficiency when using the HHX with uniform flow (Type-B HHX). Therefore, in the 
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Figure 4. Experimental results of the overall system performance of (a) overall cooling power 
(b) system exergy efficiency, when using the two HHXs with different flow uniformity. The 
experiments were conducted under different heating temperatures (Th) and cooling 
temperatures of 110 K and 130 K. 
3.2 Effect of operating temperatures 
The heating temperature is crucial to determining the power amplification ratio of 
an energy-conversion unit. Figure 5 presents the effects of heating temperatures on 
system performance at a cooling temperature of 130 K. According to Figure 5a, the 
heating temperature has almost no effect on working frequency, because the working 
frequency is mainly determined by the component dimensions, especially by the length 
of the resonance tubes. Figure 5b shows that the input heating power increases with the 
heating temperature and with the engine stage number, due to the cascade-amplified 
acoustic power in the increased engine stages. At the maximum heating temperature, 
the input heating power for the 1st, 2nd and 3rd engine units are 2659 W, 4044 W and 
8672 W, respectively. Figure 5c shows that the difference between the cooling power 
of the 1st and the 2nd cooler is within 7%, as expected with good performance 
consistency. Figure 5d shows that the overall system achieved the highest system 
exergy efficiency of 10% at a heating temperature of 730 K; when the heating 
temperature increased to 859 K, the system exergy efficiency decreased to 8.4 %. The 
calculated results obtained by the SAGE program [31] were compared with the 
experimental results. The difference between the calculated and experimental results 
for frequency were within 5%. The calculated input heating power was higher than 
experimental results, and their discrepancy increased with the increasing heating 
temperature. The experimental results of cooling power and efficiency were both lower 
than the calculated results by up to 50%. The possible reasons for the discrepancies are 

















































Figure 5. Experimental and calculation results of the system performance of: (a) working 
frequency (b) input heating power in each engine unit (c) cooling power in each cooler unit 
(d) system exergy efficiency, under different heating temperatures. The cooling temperature 
is fixed at 130 K. 
The natural gas liquefaction temperature varies according to changes in pressure 
on a gas. Therefore, the system performance at two typical cooling temperatures of 110 
K and 130 K were studied, as presented in Figure 6. The increased cooling temperature 
contributes to the larger overall input heating power. The maximum overall heating 
power is 15.3 kW when the cooling temperature is 130 K. The system has high 
efficiency within the range of 8% to 10 % at natural gas liquefaction temperature ranges: 
in the most efficient condition, the overall system can achieve an exergy efficiency of 
10% and a cooling power of 378 W; in the largest capacity condition, the overall system 
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Figure 6. Experimental and calculation results of the system performance of (a) working 
frequency (b) overall input heating power (c) overall cooling power (d) system exergy 
efficiency, under different heating temperatures and cooling temperatures of 110 K and 130 
K. 
3.3 Utilization of variable-temperature heat sources 
Heat utilization is always accompanied by a drop in temperature of the heat 
transfer thermal fluid. The experiments described above were performed on the system 
with identical heating temperature in each engine unit, without considering external 
exergy loss between the thermal fluid and heat exchanger. Given an initial hot thermal 
fluid, the smallest external exergy loss between the thermal fluid and heat exchanger 
can be realized by organizing heat flows across heat exchangers with the minimum 
temperature drop compatible with the technically feasible heat exchange areas. Cascade 
systems with variable heating temperatures offer just such an opportunity, where the 
decreasing temperatures of the thermal fluid can be used in increasingly lower 
temperature heat exchangers. Figure 7 shows the thermoacoustic engine for such 
purpose, where the thermal fluid can be cascade utilized in multiple engine units by 
gradually decreasing the heating temperatures, i.e., Th1<Th2<Th3. The system exergy 
efficiency at variable heating temperatures was defined as  
  (2) 
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Figure 7. A thermoacoustic engine for cascade utilization of a variable-temperature heat source. 
The thermal fluid first passes through the 3rd engine unit. The heating temperatures of the engine 
units decrease with the decreased stage number (i.e. Th1<Th2<Th3).  
Experiments were conducted to explore the system performance at variable 
heating temperatures. Figure 8 shows the system performance when Th,1, Th,2, and Th,3 
are 673 K, 773 K, and 873 K, respectively. When operating at variable heating 
temperatures, the system can still display comparable system exergy efficiency to the 
identical-temperature system. In addition to its competitive energy conversion 
efficiency, the system is also favorable for reducing the external exergy loss between 
the heat source and the heat exchanger. In the future, it is expected that this system 
exergy efficiency can be further improved by optimizing the component dimensions for 
different heating temperatures. 
 
Figure 8. Experimental results of system exergy efficiency and overall cooling power at the 
variable heating temperatures of 873 K, 773 K, 673 K for the 3rd, 2nd, 1st engine unit, 
respectively. The cooling temperature is 150 K. 
3.4 Comparisons with existing thermoacoustically-driven cryocoolers 
Table 2 compares the performance of the proposed system with existing 
thermoacoustically-driven cryocoolers. Ref. 24 represents a double standing-wave 
thermoacoustic engine coupled to an orifice-type thermoacoustic cooler. Ref. 32 reports 
a looped traveling-wave engine incorporating a cooler in a loop, which is similar to the 
proposed system, but with identical-diameter resonance tubes. Ref. 27 reports a looped 
traveling-wave engine with a cooler connected at the branch of each engine unit. 
According to the comparison results, the proposed system achieves a record of the 
highest exergy efficiency compared to the previous thermoacoustically-driven 
cryocoolers. When compared to the system in Ref. 32, the proposed system improves 
efficiency by 50 % thanks to the different-diameter resonance tubes. When compared 


























to the previous record-holder system in Ref. 27, the proposed system represents a 25 % 
improvement in efficiency. 
For future work, the proposed system is expected to achieve higher efficiency by 
using an integrated cooler instead of two parallel coolers, which is favorable for 
reducing the power loss of the Y-type connect tubes. At the same time, by changing the 
size of the system, the cooling power is expected to scale up to the order of kilowatts. 
Table 2. Experimental comparisons of the performance between the proposed system with the 




Pm (MPa) f(Hz) Th (K) Tc (K) Qc, all (W) ηex Ref. 
1998 
Los Alamos National 
Laboratory 
1-stage 3.0 40 - 125 2100 5.8 % 24 
2010 Aster Thermoacoustic 3-stage 2.7 95 512 227 95 6.6 % 32 
2015 
Chinese Academy of 
Sciences 
3-stage 7.0 55 903 130 1200 8.0 % 27 
2020 
Chinese Academy of 
Sciences 
3-stage 7.0 51 730 130 378 10.0 % 
This 
work 
4 Discussion on the experiment and calculation results 
In this section, the discrepancy between the experimental and calculation results is 
discussed. The two sets of results are quantitatively different although they are 
qualitatively in agreement. The possible reasons for the differences include but are not 
limited to the following aspects: 
(1) Limited heat transfer model 
Two limitations in the heat transfer model of the Sage program contribute to the 
discrepancy. Firstly, Sage is a one-dimensional model that averages radial variations. 
This means that the program cannot capture the details of temperature changes across 
the heat exchanger and instead must rely on previously obtained corrections for heat 
transfer under given mean conditions. Yet for a transferred heat of 2 kW in a typical 
plate-finned heat exchanger, the radial temperature difference has been reached as over 
20 K [33]. Secondly, the Sage program uses semi-empirical terms for the friction factor, 
Nusselt number, and axial conductivity ratio, which may deviate from actual practical 
conditions. Figure 9 shows the experimental and calculated results of gas temperatures 
in the MAHX of the thermoacoustic cooler. The gas temperature at the inlet of the 
MAHX was measured by thermocouples, and the gas temperature at the outlet of the 
MAHX (see the inserted star) was inferred from the measured axial temperature 
16 
 
distribution in the REG. The results show that the calculated temperatures are about 10 
K lower than the experimental values due to the limited heat transfer model.  
Developing improved two-dimensional models and correcting empirical terms for 
different cases are further steps that could improve the current calculation model. 
 
Figure 9. Experiment (Exp) and calculation (Cal) of gas temperatures at the inlet and outlet of 
the thermoacoustic cooler unit. Inset shows zoomed in grayed region. The inserted star point is 
inferred from the experimental axial temperature distribution in the regenerator. 
(2) Static heat losses 
Static heat losses refer to the heat loads required to maintain the heating 
temperature when the thermoacoustic system is not working. A thermoacoustic system 
can be affected by three kinds of static heat losses: solid conductive heat loss (in axial 
and radial directions), ∆Qsol,cnd, gas conductive heat loss, ∆Qgas,cnd, and gravity-driven 
convective heat loss, ∆Qgra,cnv. Compared with solid conductive heat loss ∆Qsol,cnd, gas 
conductive heat loss ∆Qgas,cnd can be neglected because of the much smaller thermal 
conductivity of gas (thermal conductivities for helium and stainless steel are 0.152 
W/m·K and 14.4 W/m·K at 300 K, respectively). In this section, experiments were 
conducted on the thermoacoustic engine unit to measure the ∆Qsol,cnd and ∆Qgra,cnv under 
different heating temperatures. The engine unit was oriented horizontally as previously, 
and its inlet and outlet were blocked to form a high-pressure environment. ∆Qsol,cnd and 
∆Qgra,cnv were respectively obtained by the following steps for one heating temperature: 
(1) Measure input heating power to the engine unit when it was filled with 7 MPa 
helium. The value of the input heating power equals total static heat losses, i.e. 
∆Qsol,cnd+∆Qgra,cnv; (2) Measure input heat power when the engine was under complete 
vacuum to remove the influence of gas gravity-driven convection. The value of the 
input heating power equals ∆Qsol,cnd; (3) The difference between the above two values 
of the input heating power corresponds to ∆Qgra,cnv.  





























Figure 10 compares the experimental and calculated results of the static heat losses 
at different heating temperatures. The results show that there are significant differences 
between the Sage model and the experimental values for the static heat losses. The 
discrepancy in the solid conductive heat loss occurs because the radial solid conductive 
heat loss is ignored in the Sage program, although the axial solid conductive heat loss 
has been well considered. The reason for the discrepancy in the gravity-driven 
convective heat loss is that, the Sage program uses a semi-empirical correlating 
expression of the gravity-driven convection enhancement according to experimental 
data of a cylinder with adiabatic walls [34], which may deviate from the current 
practical conditions. 
Two methods can be suggested to reduce the static heat losses in the experiments. 
Firstly, the high-temperature components in the engine should be enclosed in low-
thermal-conductivity materials (e.g. alumina fiber blanket), to reduce the radial 
conductive heat loss to the environment. Secondly, it is better to place the ambient end 
of the thermal buffer tube vertically below the hot end to avoid gravity-driven 
convection loss.  
 
Figure 10. Comparison of experimental and calculation results for the solid conductive heat 
loss and gravity-driven convective heat loss in the thermoacoustic engine unit. The calculation 
results are obtained from the Sage program. 
(3) Acoustic streaming 
Acoustic streaming usually refers to a steady mass-flux of density or velocity, 
usually of second order, that is superimposed on the larger first-order oscillating 
acoustic mass-flux density or velocity and that is driven by the first-order oscillations 
[30]. Based on the mechanism by which streaming is generated, there are three types 
of acoustic streaming in a thermoacoustic system: Rayleigh streaming, jet-driven 
streaming, and Gedeon streaming. Rayleigh streaming is driven by viscous and thermal 
boundary layer effects and is generated within the thermal and viscous penetration 







 Solid conductive loss_Exp 
 Solid conductive loss_Cal
 Gravity convective loss_Exp










 Th  (K)
18 
 
depths. Jet-driven streaming occurs when there are periodic suction and ejection of a 
viscous fluid through a sudden change in cross section. Gedeon streaming refers to a 
non-zero net mass transport involving a phase difference between the acoustic velocity 
and density wave in a loop. The acoustic streaming carries a large heat flux from the 
hot to the cold end and produces issues: in the thermoacoustic engine, the carried heat 
is considered as a loss of the heat from the heat source without participating in the 
thermoacoustic process; in the thermoacoustic cooler, the delivered heat to the cold end 
becomes a loss of cooling power. While Gedeon streaming is considered in the Sage 
program, neither Rayleigh nor Jet streaming is not well accounted for in the Sage model, 
which is another reason for discrepancies between experiments and calculations. 
5 Conclusions 
In this paper, we report an experimental investigation of a highly efficient looped 
traveling-wave thermacoustically-driven cryocooler at natural gas liquefaction 
temperature ranges. The paper presents detailed experimental performance as well as 
comparisons between the experiments and calculations. The following conclusions can 
be drawn from the results: 
(1) The proposed thermoacoustically-driven cryocooler outperforms the existing 
similar thermoacoustic systems in terms of efficiency. The experiments illustrated that 
for a heating temperature of 730 K, the proposed system can achieve an overall exergy 
efficiency of 10 % and a cooling power of 378 W. This represents a 25% improvement 
in efficiency with respect to the previous best system. 
(2) The flow uniformity of the heat exchanger is found to be a crucial factor in 
determining system performance. The experimental results represent an improvement 
of 33% in system exergy efficiency and 28% in cooling power when using the heat 
exchanger with uniform flow. 
(3) The proposed system displays a high exergy efficiency of over 9 % when operating 
at variable heating temperatures, which shows great potential in cascade utilization of 
heat. 
(4) The reasons for the difference between experiments and calculations include, but 
are not limited to, limited heat transfer model, inaccurate static heat losses, and some 
neglected acoustic streaming losses. 
This paper combined with Ref. 28 forms a complete study of a highly efficient 
thermoacoustically-driven cryocooler. The developed prototype achieved a record 
efficiency with respect to existing similar thermoacoustic systems, and therefore shows 
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